
HIGH VOLUME
GAS FILTRATION
The FILTER SYSTEM
Eliminates the need forDUPLEXED SYSTEMS- the SECTOR system can be maintained while on-line

REDUCES MAINTENANCE TIME AND COST - the SECTOR system can be maintained by two
men using hand tools

EXPANSION CAN OFTEN BE ACCOMPLISHED BY ADDING A SECTOR - modular add-on
sections can allow for increased flow or tighter filtration requirements in the future.

ELEMENTS
 Filtration
 Coalescing
Adsorption

The SECTOR system allows on-line maintenance. By designing in excess capacity with the addition of a 
singleSECTOR our system provides the ability to take a SECTOR off-line for maintenance. Taking a single  
SECTOR off-line allows the operator to replace or upgrade an element without the process being interupted. 
Maintenance time per SECTORis approximately two hours.

 system allows on-line maintenance. By designing in excess capacity with the addition of a 

off-line allows the operator to replace or upgrade an element without the process being interupted. 

PRESSURES TO 3000 PSI
LINE SIZES 12” to 60”

PIPE LINES
OFFSHORE

GAS COMPRESSION
CATALYST PROTECTION

MEMBRANE PROTECTION
DEHYDRATION PROTECTION



Maintenance
Platform

EXAMPLE: Flow Comparison – 24” process 
line with four operational 0.3 um colaescing 
SECTORS and one spare off-line SECTOR

Operating 
Pressure 

(psig)

Number 
On-Line 
Sectors

Flow Rate 
(MMSCD) 

Natural Gas

Pressure 
Drop 
(psig)

 2 4 11.4 0.5

 100 4 308.0 0.5

 500 4 369.2 0.5

 1440 4 615.0 0.5

SYSTEM SIZE AND CAPACITY
There are many process scenarios. Here are examples of a few.

MATERIALS OF CONSTRUCTION
The  SECTOR  filtration system is available 
in carbon steel or stainless steel. For sour gas 
service, we recommend an electroless 
nickel-plated system.

HIGH EFFICIENCY
You pick the element that fits your needs. 
Filtration elements are available in a wide 
variety of materials and micron sizes. Our 
standard TRITON element system provides 
both filtration and coalescing in one unit. 
Micron sizes down to 0.1 micron and 
efficiencies to 99.99% – see your representa-
tive for the many element choices.

EXPANDABILITY
 If you anticipate that 
your flow will increase 
or that you may need to 
tighten your filter 
requirements – the 
SECTOR system can be 
designed for modular 
expansion. (Shaded 
section represents 
add-on)

FOOTPRINT
The footprint is smaller 
than most systems. 
Although the drawings 
(right) show inlet and 
outlet side-by-side, they 
can be located on differ-
ent planes. The SECTOR 
system allows maximum 
utilization of space.

MAINTENANCE
Changing a single 
element at each 
SECTOR can be done 
with standard wrenches 
and a small hand winch 
to lift out a dirty 
element. No heavy 
machinery or special 
tools are required.

LOW OPERATING COST
Not only is the total initial system cost very 
competitive with other methods – the cost of 
replacement elements and the time to replace 
them is very low compared to other options.
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